Federal Communications Commission

concurrence of, the director of the af-
fected radio astronomy observatory be-
fore the equipment can be installed or
operated

(a) Within 80 kilometers of:

(D) National Astronomy and
lonosphere Center, Arecibo, Puerto
Rico: 18°20'38.28” North Latitude,

66°45’09.42” West Longitude.

(2) National Radio Astronomy Ob-
servatory, Socorro, New Mexico:
34°04’43” North Latitude, 107°37'04” West
Longitude.

(3) National Radio Astronomy Ob-
servatory, Green Bank, West Virginia:
38°26'08” North Latitude, 79°49'42” West
Longitude.

(b) Within 32 kilometers of the Na-
tional Radio Astronomy Observatory
centered on:

Very long baseline array sta- Latitude
tions (north)

Longitude
(west)

Pie Town, NM
Kitt Peak, AZ ......
Los Alamos, NM .
Fort Davis, TX ....
North Liberty, IA .
Brewster, WA .....
Owens Valley, CA ..
Saint Croix, VI ....
Mauna Kea, HI ...
Hancock, NH

.| 34°18"
31°57
35°47
30°38"
41°46"
48°08’
37°14
17°46"
19°49
. | 42°56"

108°07"
111°37
106°15"
103°57"
91°34

119°41”
118°17"
64°35

155°28’
71°59

The National Science Foundation
point of contact for coordination is:
Spectrum Manager, Division of Astro-
nomical Sciences, NSF Room 1045, 4201
Wilson Blvd., Arlington, VA 22230, tele-
phone: 703-306-1823.

§95.1121 Specific requirements for
wireless medical telemetry devices
operating in the 1395-1400 MHz and
1427-1429.5 MHz bands.

Due to the critical nature of commu-
nications transmitted under this part,
the frequency coordinator in consulta-
tion with the National Telecommuni-
cations and Information Administra-
tion shall determine whether there are
any Federal Government systems
whose operations could affect, or could
be affected by, proposed wireless med-
ical telemetry operations in the 1395-
1400 MHz and 1427-1429.5 MHz bands.
The locations of government systems
in these bands are specified in foot-
notes US351 and US352 of §2.106 of this
chapter.

[67 FR 6194, Feb. 11, 2002]

§95.1201

§95.1123 Protection of medical equip-
ment.

The manufacturers, installers and
users of WMTS equipment are cau-
tioned that the operation of this equip-
ment could result in harmful inter-
ference to other nearby medical de-
vices.

§95.1125 RF safety.

Portable devices as defined in
§2.1093(b) of this chapter operating in
the WMTS are subject to radio fre-
quency radiation exposure require-
ments as specified in §§1.1307(b) and
2.1093 of this chapter. Applications for
equipment authorization of WMTS de-
vices must contain a statement con-
firming compliance with these require-
ments. Technical information showing
the basis for this statement must be
submitted to the Commission upon re-
quest.

§95.1127 Station identification.

A WMTS station is not required to
transmit a station identification an-
nouncement.

§95.1129 Station inspection.

All WMTS transmitters must be
available for inspection upon request
by an authorized FCC representative.

Subpart I—Medical Implant
Communications (MICS)

SOURCE: 64 FR 69933, Dec. 15, 1999, unless
otherwise noted.

§95.1201 Eligibility.

Operation in the MICS is permitted
by rule and without an individual li-
cense issued by the FCC. A person is
permitted to operate medical implant
transmitters connected to medical im-
plant devices that have been implanted
in that person by a duly authorized
health care professional and medical
implant programmer/control transmit-
ters associated with their medical im-
plant transmitter(s). Duly authorized
health care professionals are permitted
by rule to operate MICS transmitters.
Manufacturers of medical implant de-
vices and MICS transmitters and their
representatives are authorized to oper-
ate transmitters in this service for the

575



